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Title: SVSTFM AND METHOD FOR PARAT T FT ASYNCHRONOTIS 



FXFrTTTTON OF COMMANnS 



TPftinical Field 

The present invention relates generally to computer systems, and more particularly 
to a system and method for executing asynchronous cluster commands in a distributed 
network environment. 

Background of the Tnvcntiftn 

As computing systems have become more dependent on network 
communications, system performance requirements have increasingly become more 
demanding. Many of these requirements are related to distributed system architectures 
wherein a first system, such as a chent, may need to invoke remote command execution 
on one or more other systems such as server systems. La many instances, it is desirable to 
execute a plurahty of commands on multiple servers concurrently - without having to 
wait for a command to complete on one server before moving to the next server. Waiting 
becomes even more important when commands require substantial time to complete. 
Unfortunately, conventional system architectures do not provide an acceptable interface 
to enable remote commands to execute substantially in parallel without undue delay. 
Thus, remote command performance needs to be improved in order to meet and/or exceed 
the challenges presented by modem distributed systems. 

Another challenge associated with remote command execution is related to 
command execution during and/or after a disruption in communications between the 
client and the server. The disruptions may be caused by network problems (e.g., 
intermittent connection) or may be hardware/software related whereby a server must be 
rebooted because of a system crash. In some instances, system commands may cause a 
disruption in network communications. For example, when an IP address is added to a 
network card, all existing TCP connections for that card may be dropped. Network 
disruptions, as described above, will likely present a problem for conventional 
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architectures. If the command were executed as part of a conventional remote procedure 
call, then the procedure will likely fail in the event of a disruption since these processes 
rely on TCP connections remaining open for the duration of the call. 

Some attempts have been implemented to try and address the above problems. 
5 One approach involves splitting the remote procedure calls into two method invocations - 
a "Begin" and "Finish" invocation. In a Begin invocation, input parameters are sent to 
the method without waiting for the execution of the actual call. When the caller desires 
to retrieve the results of the invocation, the Finish invocation is called wherein output 
parameters of the method may be filled in with the result of the execution. Although 
10 concurrent execution of commands may be provided by the Begin and Finish invocation, 

Q other problems are still unresolved. For example, two separate versions of the interface 

fii for the Begin and Finish invocation must be provided in order to execute the method - a 

synchronous and asynchronous version. Secondly, the client must explicitly request for 

01 the results of the remote method invocation and risk blocking if the execution is not 

4j 15 completed. 

%^ Another attempt to address the above problems has involved the utilization of 

0^ callback pointers wherein the cUent is required to pass a callback pointer in the method 

ffl invocation. Upon receipt of the call, a server may spin a new thread, then pass the 

i:f callback pointer to the thread and return. The new thread may then call the client back on 

20 the supplied callback pointer when processing is complete. However, this interface may 
fail if the server calls back on an interface pointer that is no longer vaUd due to the client 
shutting down and/or crashing. Additionally, significant overhead is involved with 
callback pointers since these pointers must be marshaled across various processes, 
machines and threads. 

25 Unfortunately, neither of the above implementations solve the problem caused by 

network connections being reset as part of the remote command invocation since both 
implementations substantially rely on persistent and/or continuous network connections 
remaining available during remote command execution. 
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Summary of the Tnyention 

The present invention relates to a system and method for executing parallel 
asynchronous commands in a multiple services environment. In accordance with the 
present invention, a plurality of commands may be concurrently executed without waiting 
5 for the status and result of the command to be received. This enables a process to 

complete even if a network connection is reset and/or temporarily disabled during remote 
command invocation. In contrast to conventional systems which may rely on persistent 
(e.g., continuous) connections being available during command execution, the present 
invention may remotely invoke execution on a first system, and receive completed results 

10 on a second system at a later time - without the need for persistent handshaking to 
complete execution. Thus, command execution may start and then complete after a 
disruption in network communications. 

More specifically, the present invention provides a distributed object architecture 
that is managed via a thread pool of concurrently executable objects. Remote completion 

15 of a command may then be signaled via an event fired fi-om a remote machine. A remote 
invocation of a command may be started by caUing the distributed object, and 
notification/resuUs of the completion of the invocation may then be received as a result of 
the event fired fi:om the remote machine. When a first system {e.g., client) makes a 
command call to the remote machine, the call returns before execution actually begins, 

20 Thus, a plurality a remote commands may be executed in rapid succession. The first 

system may then release an interface pointer after making the initial command calls since 
notification of the calls is provided firom the remote machine by the event. This 
mitigates the problem of a server calling back on an interface pointer that may no longer 
be valid due to a client being shut down and/or crashed. Moreover, overhead associated 

25 with marshalling interface pointers across different processes, machines, and threads is 
mitigated. 

According to another aspect of the present invention, system upgradabihty and 
flexibility may be improved by enabling a system to receive new fimctionality without 
disturbing and/or requiring existing system components to change. This may be achieved 
30 by implementing an interface in accordance with the present invention, passing input data 
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to the interface in the form of a string and marshalhng output data into an output 
argument to be received by the interface. 

In accordance with another aspect of the present invention, a system is provided 
for parallel asynchronous command execution. The system includes a first computer 
5 system for directing a call to invoke a remote procedure in a second computer system, 
wherein the first computer and second computer communicate via a non-persistent 
connection. The second computer system upon completion of the remote procedure 
generates an event trigger and transmits the event trigger and remote procedure results to 
the first computer. 

10 According to yet another aspect of the present invention, a system is provided for 

gj parallel asynchronous command execution. The system includes a first computer system 

^ for directing at least one call to invoke a remote procedure in at least one other computer 

fl system, the at least one other computer system upon completion of the remote procedure 

3=': establishing a non-persistent connection to the first computer system, the at least one 

1 5 other computer system generating an event trigger and transmitting the event trigger and 
remote procedure results to the first computer, 
fl l According to another aspect of the present iirv^ention, a methodology is provided 

for parallel asynchronous command execution. The methodology includes the steps of: 
directing at least one call fi'om a first computer system to invoke a remote procedure in at 
20 least one other computer system; estabhshing a non-persistent connection between the 
first computer system and the at least one other computer system upon completion of the 
remote procedure; and generating an event trigger and transmitting the event trigger and 
remote procedure results to the first computer. 

In accordance with another aspect of the present invention, a system is provided 
25 for parallel asynchronous command execution. The system includes means for directing 
at least one call fi:'om a first computer system to invoke a remote procedure in at least one 
other computer system and means for establishing a non-persistent cormection between 
the first computer system and the at least one other computer system upon completion of 
the remote procedure. The system also includes means for generating an event trigger 
30 and transmitting the event trigger and remote procedure results to the first computer 
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system. 

Another aspect of the present invention includes a system for parallel 
asynchronous command execution. The system includes a server for responding to at 
least one remote call by invoking a remote procedure, the server establishes a non- 
5 persistent connection to communicate results of the remote procedure, and the server 
generates an event trigger and transmits the event trigger and remote procedure results 
upon completion of the remote procedure. 

According to another aspect of the present invention, a system for parallel 
asynchronous command execution is provided. The system includes a first computer for 
10 directing a call to invoke a remote procedure in a second computer, the first computer 
p transmits a non-persistent signal to the second computer, wherein the second computer 

upon completion of the remote procedure generates an event trigger and transmits the 
event trigger and remote procedure results to the first computer via the signal. 

In accordance with yet another aspect of the present invention, a computer- 
1 5 readable medium is provided having computer-readable instructions for performing the 
acts of: 

responding to at least one remote call by invoking a remote procedure; estabhshing a non- 
persistent connection to communicate results of the remote procedure; and generating an 
event trigger and transmitting the event trigger and remote procedure results upon 
20 completion of the remote procedure. 

To the accompHshment of the foregoing and related ends, the invention then, 
comprises the features hereinafter fully described. The following description and the 
annexed drawings set forth in detail certain illustrative aspects of the invention. These 
aspects are indicative, however, of but a few of the various ways in which the principles 
25 of the invention may be employed and the present invention is intended to include all 
such aspects and their equivalents. Other advantages and novel features of the invention 
will become apparent from the following detailed description of the invention when 
considered in conjunction with the drawings. 

30 
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TSrief Descriptinn of the Drawings 

Fig. 1 is a schematic block diagram illustrating a system for parallel remote 
command execution in accordance with one aspect of the present invention; 

Fig. 2 is a schematic block diagram illustrating a system employing events and a 
5 distributed object architecture in accordance with one aspect of the present invention; 

Fig. 3 is a flow chart diagram illustrating a methodology for cUent/server remote 
command execution in accordance with one aspect of the present invention; 

Fig. 4 is a flow chart diagram illustrating a methodology for server execution in 
accordance with one aspect of the present invention; 
10 Fig. 5 is a flow chart diagram illustrating a methodology for client execution in 

accordance with one aspect of the present invention; and 

Fig. 6 is a schematic block diagram illustrating a system in accordance with one 
aspect of the present invention. 

15 TIetailed Desrripfinn of the Invention 

The present invention is now described with reference to the drawings, wherein 
like reference numerals are used to refer to like elements throughout. 

hi accordance with the present invention, a system and method is provided for 
executing concurrent asynchronous cluster commands - even if network connections are 

20 disrupted after being reset as part of remote command invocation. Commands may 
execute without waiting for previously initiated commands and do not rely on persistent 
network connections being available during command invocation. Thus, by enabling 
commands to be fired in rapid succession and by further enabling command completion 
after network disruptions have occxxrred, substantial performance improvements are 

25 achieved over conventional systems. 

Moreover, the present invention provides an extensibility mechanism for adding 
desired functionality to a system and/or system cluster without disrupting existing system 
ftinctionality. Extensibility is especially important in distributed systems wherein it may 
be infeasible to upgrade all nodes at once. Consequently, new system fimctionality may 

30 need to be introduced in a phased manner. 
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Referring initially to Fig. 1, a system 10a illustrates a particular aspect of the 
present invention relating to asynchronous execution of commands in a network 
environment. A first computer system 20 may direct a plurality of remote calls 24 to a 
pluraUty of remote systems 26 and 28. For example, remote system 1 (26) and remote 
5 system N 28 (N being and integer) may receive calls via a network 30. The calls 24 may 
be directed at particular points in time such as a first call 24a directed at time tl and a 
second call 24b directed at time t2. 

According to the present invention, the calls 24a and 24b may invoke a remote 
command execution on the systems 26 and 28 and receive a response 32a and 32b (e.g., 

10 data, flags, status) after the occurrence of a network disruption 34. The network 

disruption 34 may occur, for example, at times tl ' and t2' and may result from network 
connections being reset in response to the remote calls 24. Thus, the present invention 
does not rely on persistent network connections remaining available in order to complete 
remote command execution. 

15 As will be described in more detail below, the calls 24 may be initiated in a rapid 

manner. This may be achieved, for example, by enabling a calling fxmction (not shown) 
to return within the computer system 20 without waiting for remote execution to begin. 
Jn accordance with the present invention, an Event 36a and 36b may be configured by the 
computer system 20 to receive notification of when remote execution is complete - 

20 thereby enabling the computer 20 to perform other tasks. Furthermore, the Events 36a 
and 36b enable the computer system 20 to execute a plurality of commands in parallel 
without waiting for resuhs from any particular command. 

Upon completion of the remote commands, an Event Trigger 32a' and/or 32b' 
may be initiated as a portion of the responses 32a and 32b from the remote systems 26 

25 and 28. The Event Triggers 32a' and 32b' provide notice to the computer system 20 of 
remote command completion by triggering the Events 36a and 36b. Since the Event 
Triggers 32a' and 32b' may provide notice to the computer system 20 after a potentially 
disruptive network communication 34 has occurred, remote command execution may still 
complete even if the network connections do not remain persistent. Thus, remote 

30 command performance is improved over conventional systems. 
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Turning now to Fig. 2, a client/server model 10b illustrates an exemplary system 
in accordance with an aspect of the present invention, wherein a client 40 initiates a 
remote command on a server 42 which may also be referred to as remote system 42. It is 
to be appreciated that a plurality of remote commands may be executed on a plurality of 
systems and that commands may also be directed from the server 42 to the chent 40 
and/or other systems (not shown). 

Before executing a remote command, the chent 40 may generate an identifier 44 
for a completion event 46 that may be fired (e.g., triggered) when remote execution of a 
command completes. For example, the client 40 may configure an event subscription 48 
(e.g., Windows Management Infrastructure (WMI) event) that may be triggered by the 
completion event 46. Furthermore, the event subscription 48 may also be employed to 
process the results of the remote command execution. The client 40 may then acquire an 
interface pointer 50 to an object 52 and invoke a remote object call 54 via an object 
interface 56. The remote object 52 may provide a data structure and object functions for 
carrying out remote command execution wherein the object interface 56 may provide 
access to the remote object 52. An exemplary object interface 56 is illustrated below. 
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Object Interface (e.g.,) lextensibleClusterCmd 



{ 

a) 



HRESULT Execute( [in] BSTR bstrCLSID, 



//CLSID of component 
//implementing desired 



functionality 
b) 



10 c) 

fire 

d) 

to 

15 e) 

calling 

f) 

g) 

20 }; 



[in] BSTR bstiEventServer, //name of server completion 

//event is to be fired on 
[in] BSTR bstrEventGuid, //GUID of completion event to 



[in] BSTR bstrlnputArg, //input argument to be passed 
[in] BSTRbstrUser, 



//component 

//usemame to employ v^hen 



//component 
[in] BSTR bstrDomain, //domain for bstrUser 
[in] BSTR bstrPwd ); //password for bstrUser 



It is to be appreciated that the object interface 56 may be implemented via a 
distributed object architecture for communicating with remote objects {e.g., COM, 
DCOM, CORBA, etc) The object interface 56 may include: an identification of the 

25 object 52 to be invoked (e.g., line (a) above), a name of a server on which the completion 
event 46 should be fired (e.g., line (b) above) [It is noted the name may generally be the 
same as the machine on which the client 40 is runnings but need not be], the identifier 44 
(e.g., line (c) above) to be attached to the completion event 46, the input argument (e.g., 
line (d) above) for the remote object 52 and/or security information (e.g., lines (e, f and g) 

30 above) specifying a user context the remote object 52 should be invoked as. As an 
example^ a remote object call 54 may be invoked by the command 
IExtensibleClusterCmd::Execute( ) and passing the exemplary arguments described 
above in lines a through f If the IExtensibleClusterCmd::Execute( ) returns successfully, 
the client 40 may release the interface pointer 50 and proceed to perform other work. The 

35 client may then be notified automatically via the event subscription 48 when and/or if 
remote execution completes. 
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After the remote object call 54 has been invoked, the remote system 42 may then 
proceed to perform remote execution of the command. Invoking a call to the object 
interface 56 on the remote system 42 may result in a work item 60 being queued to a 
thread pool 64 {e.g., via Windows NT 5 thread pool APIs) thereby enabUng the call to 
5 retum at once. The work item 60 may then be processed by a thread 68 from the thread 
pool 60. The object 52 with the requested identification parameter {e.g., specified in line 
a above) may then be instantiated by the thread 60 and queued for execution 70 via a 
work interface described below. The input argument (e.g., specified in line d above) may 
also be passed to the thread 60 for object execution. Below is an exemplary work 
10 interface for executing the remote object 52 in accordance with the present invention. 

work interface (e.g.,) IClusterWork 

{ 

1 5 HRESULT Execute( [in] BSTR bstrlnputArg, 

[out] BSTR *pbstrOutputArg ); 

}; 

20 When the above work interface call returns, an HRESULT retum status, together 

with the output argument fi:om the call {e.g., in the pbstrOutputArg parameter) may be 
marshalled into the completion event 46 {e.g., of type ICEClusterActivity : the 
ActivityStatus property of the event 46 may be set to the HRESULT of calling 
IClusterWork: ::Execute( )). An ActivityOutput property of the completion event 46 may 

25 also contain data returned in the pbstrOutputArg argument to the IClusterWork: :Execute( 
) with the event's ActivityGUID property set to the GUID parameter passed in the 
bstrEventGuid argument (e.g., line c above) in the call to the object interface 56. The 
completion event 46 may then be fired on the machine {e.g., the client 40) specified in the 
bstrEventServer argument {e.g., Une b above). Since the completion event 46 may be 

30 fired after remote command execution, and hence any network disruption 34 is therefore 
likely complete, the present invention mitigates the problem faced by conventional 
remote invocation technologies that rely on persistent network connections. 
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The interfaces described above provide an advantageous extensibility mechanism 
to provide new system fiinctionaUty. ExtensibiUty may be achieved by employing an 
object that implements the work interface (e.g., IClusterWork), pass input data the work 
interface requires in the input argument parameter of the object interface and marshall the 
output data into the work interface output argument (e.g., pbstrOutputArg). In this 
manner, new functionality may be invoked on a remote machine by installing a 
component on the remote machine implementing the desired functionahty and specifying 
the component as part of the method invocations described above. 

Referring now to Fig. 3, a methodology illustrates a particular aspect of the 
present invention relating to parallel asynchronous command execution. Liitial aspects of 
the command execution are depicted in relation to a chent side execution 10c and a server 
side execution lOd. Particular aspects of the chent and server side execution will be 
described in more detail below in relation to Figs. 4 and 5. 

At step 100, an event identifier may be generated by the client to associate a name 
for a server to respond after completion of the remote command execution. For example, 
a string may be employed associating an event with a GUID as described above in 
relation to line (c) of the object interface. At step 102, the chent may configure an event 
subscription for receiving notice and results of completed and/or unsuccessful remote 
command execution. For example, the event subscription may be configured according 
to Microsoft's Windows Management Infrastructure (WMI). At step 104, an object 
interface pointer is obtained fi-om the server wherein the chent may be directed to a 
remote object providing the remote command execution. At step 106, the client invokes 
the remote command by calling the server and passing arguments (e.g., input buffers, 
names, identifiers) to the object interface described above. 

Proceeding to step 108, the server receives the call and arguments generated by 
the client. At step 110, the server attempts to queue a work item for processing the 
received call fi*om step 108. At step 1 12, a determination is made as to whether the work 
item was queued successfully (e.g., whether server has enough resources to process 
requested call). If the work item was queued successfully at step 112, the process 
proceeds to notify the client at step 114 (e.g., via a return success flag) and the process 
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proceeds to step 118. If the work item was not queued successfully at step 112, the chent 
may be similarly notified of a failure at step 116 and the process then proceeds to step 
120. If the chent was notified of the work item being queued successfully at step 118, the 
chent may perform other tasks while waiting for the remote command to complete 
5 wherein the client may then be notified of completion via a completion event as described 
above. If the client was notified that a work item was not successfully queued at step 
120, the subscription event described above may then be canceled and/or other processing 
may commence such as notifying a user of the unsuccessful attempt by the server to begin 
the requested work item. 

10 Turning now to Fig. 4, the server side methodology lOd illustrated in Fig. 3 is 

shown in more detail in relation to server side processing after a work item as been 
successfully queued in step 1 12. At step 122, the work item is taken off of the queue for 
processing {e.g., thread processing). At step 124, the object component specified in the 
remote command invocation described above is instantiated for further processing. 

15 At step 126, a determination is made as to whether the instantiation of step 124 

was successful. If instantiation was successful at step 126, the process proceeds to step 
128 wherein a method is called to execute the object component functionality. At step 
130, a completion event is created wherein results of the method execution are provided 
upon completion of the method execution. Upon completion, the completion event then 

20 triggers an event at step 132 to notify the client of the method completion and to provide 
the client with results of the method execution. 

If instantiation was not successful at step 126 above, the process proceeds to step 
134. At step 134, a completion event may be created wherein failure information of the 
unsuccessful object instantiation of step 126 is provided. The process then proceeds to 

25 step 132 wherein the client may be notified and provided with the failure information via 
the event trigger described above. 

Now referring to Fig. 5, the client methodology illustrated in Fig. 3 is shown in 
more detail in relation to client side processing after steps 118 and/or step 120 wherein 
the server has caused the event configured in step 102 to complete. At step 140, the 

30 client is notified of the completed remote command execution via the subscription event 
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configured at step 102 of Fig. 3. In this manner, the cUent may execute a pluraUty of 
remote asynchronous commands without waiting for completion of the commands on the 
remote machines. Moreover, since the chent is notified after completion of the remote 
command, network disruptions that may affect conventional invocation technologies are 
5 mitigated. At step 144, the client may then extract execution status and results associated 
with the remote command execution. At step 148, the client may then perform related 
processing associated with the results and/or status of step 148. This processing may 
include, for example, signaling an error via a user interface if error results were obtained 
from step 134 of the server side execution. At step 152, the event subscription configured 
10 at step 102 may then be cancelled upon notification and results of the remote command 
execution. 

hi order to provide a context for the various aspects of the invention, Fig. 6 and 
the following discussion are intended to provide a brief, general description of a suitable 
computing environment in which the various aspects of the present invention may be 

15 implemented. While the invention has been described above in the general context of 
computer-executable instructions of a computer program that runs on a computer, those 
skilled in the art will recognize that the invention also may be implemented in 
combination with other program modules. Generally, program modules include routines, 
programs, components, data structures, etc. that perform particular tasks and/or 

20 implement particular abstract data types. Moreover, those skilled in the art will 

appreciate that the inventive methods may be practiced with other computer system 
configurations, including single-processor or multiprocessor computer systems, 
minicomputers, mainframe computers, as well as personal computers, hand-held 
computing devices, microprocessor-based or programmable consumer electronics, and 

25 the like. The illustrated aspects of the invention may also be practiced in distributed 

computing environments where tasks are performed by remote processing devices that are 
linked through a communications network. However, some, if not all aspects of the 
invention can be practiced on stand-alone computers. Li a distributed computing 
environment, program modules may be located in both local and remote memory storage 

30 devices. 
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With reference to Fig. 6, an exemplary system for implementing the various 
aspects of the invention includes a conventional server and/or client computer 220, 
including a processing unit 221, a system memory 222, and a system bus 223 that couples 
various system components including the system memory to the processing unit 221. 
5 The processing unit may be any of various commercially available processors, including 
but not hmited to Intel x86, Pentium and compatible microprocessors from Intel and 
others, including Cyrix, AMD and Nexgen; Alpha from Digital; MIPS from MIPS 
Technology, NEC, IDT, Siemens, and others; and the PowerPC from IBM and Motorola. 
Dual microprocessors and other muUi-processor architectures also may be employed as 

1 0 the processing unit 22 1 . 

The system bus may be any of several types of bus structure including a memory 
bus or memory controller, a peripheral bus, and a local bus using any of a variety of 
conventional bus architectures such as PCI, VESA, MicroChannel, ISA and EISA, to 
name a few. The system memory includes read only memory (ROM) 224 and random 

15 access memory (RAM) 225. A basic input/output system (BIOS), containing the basic 
routines that help to transfer information between elements within the server computer 
220, such as during start-up, is stored in ROM 224. 

The server computer 220 fiirther includes a hard disk drive 227, a magnetic disk 
drive 228, e.g., to read from or write to a removable disk 229, and an optical disk drive 

20 230, e.g,, for reading a CD-ROM disk 23 1 or to read from or write to other optical media. 
The hard disk drive 227, magnetic disk drive 228, and optical disk drive 230 are 
connected to the system bus 223 by a hard disk drive interface 232, a magnetic disk drive 
interface 233, and an optical drive interface 234, respectively. The drives and their 
associated computer-readable media provide nonvolatile storage of data, data structures, 

25 computer-executable instructions, etc. for the server computer 220. Although the 
description of computer-readable media above refers to a hard disk, a removable 
magnetic disk and a CD, it should be appreciated by those skilled in the art that other 
types of media which are readable by a computer, such as magnetic cassettes, flash 
memory cards, digital video disks, Bemoulh cartridges, and the hke, may also be used in 

30 the exemplary operating environment, and fiirther that any such media may contain 
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computer-executable instructions for performing the methods of the present invention. 

A number of program modules may be stored in the drives and RAM 225, 
including an operating system 235, one or more appUcation programs 236, other program 
modules 237, and program data 238. The operating system 235 in the illustrated 
computer maybe a Microsoft operating system (e.g,, Windows operating system, NT 
server). It is to be appreciated that other operating systems may be employed (e.g., Unix 
operating system). 

A user may enter commands and information into the server computer 220 
through a keyboard 240 and a pointing device, such as a mouse 242. Other input devices 
(not shown) may include a microphone, a joystick, a game pad, a sateUite dish, a scanner, 
or the like. These and other input devices are often connected to the processing unit 221 
through a serial port interface 246 that is coupled to the system bus, but may be connected 
by other interfaces, such as a parallel port, a game port or a universal serial bus (USB). A 
monitor 247 or other type of display device is also connected to the system bus 223 via an 
interface, such as a video adapter 248. Jn addition to the monitor, computers typically 
include other peripheral output devices (not shown), such as speakers and printers. 

The server computer 220 may operate in a networked environment using logical 
connections to one or more remote computers, such as a remote client computer 249. The 
remote computer 249 may be a workstation, a server computer, a router, a peer device or 
other common network node, and typically includes many or all of the elements described 
relative to the server computer 220, although only a memory storage device 250 is 
illustrated in FIG. 5. The logical connections depicted in FIG. 6 may include a local area 
network (LAN) 25 1 and a wide area network (WAN) 252. Such networking 
environments are commonplace in offices, enterprise-wide computer networks, intranets 
and the Intemet. 

When employed in a LAN networking environment, the server computer 220 may 
be connected to the local network 251 through a network interface or adapter 253. When 
utihzed in a WAN networking environment, the server computer 220 generally may 
include a modem 254, and/or is connected to a communications server on the LAN, 
and/or has other means for establishing communications over the wide area network 252, 
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such as the Memet. The modem 254, which may be internal or external, may be 
connected to the system bus 223 via the serial port interface 246. In a networked 
environment, program modules depicted relative to the server computer 220, or portions 
thereof, may be stored in the remote memory storage device. It will be appreciated that 
5 the network connections shown are exemplary and other means of establishing a 
communications link between the computers may be used. 

In accordance with the practices of persons skilled in the art of computer 
programming, the present invention has been described with reference to acts and 
symbolic representations of operations that are performed by a computer, such as the 

10 server computer 220, unless otherwise indicated. Such acts and operations are sometimes 
referred to as being computer-executed. It will be appreciated that the acts and 
symbolically represented operations include the manipulation by the processing unit 221 
of electrical signals representing data bits which causes a resulting transformation or 
reduction of the electrical signal representation, and the maintenance of data bits at 

15 memory locations in the memory system (including the system memory 222, hard drive 
227, floppy disks 229, and CD-ROM 231) to thereby reconfigure or otherwise alter the 
computer system's operation, as well as other processing of signals. The memory 
locations wherein such data bits are maintained are physical locations that have particular 
electrical, magnetic, or optical properties corresponding to the data bits. 

20 What has been described above are preferred aspects of the present invention. It 

is, of course, not possible to describe every conceivable combination of components 
and/or methodologies for purposes of describing the present invention, but one of 
ordinary skill in the art will recognize that many further combinations and permutations 
of the present invention are possible. Accordingly, the present invention is intended to 

25 embrace all such alterations, modifications and variations that fall within the spirit and 
scope of the appended claim 
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What is claimed is: 

1 . A system for parallel asynchronous command execution, comprising: 

a first computer system for directing a call to invoke a remote procedure in a second 
computer system, the first computer and second computer communicating via a non- 
persistent coimection; 

wherein the second computer system upon completion of the remote procedure 
generates an event trigger and transmits the event trigger and remote procedure results to the 
first computer system. 

2. The system of claim 1 farther comprising a distributed object architecture for 
communicating between the first computer system and the second computer system. 

3. The system of claim 2 wherein the distributed object architecture is 
implemented via at least one of COM, DCOM, and CORBA interface languages. 

4. The system of claim 1 wherein the first computer system configures an event 
to receive the remote procedure results fi"om the second computer system. 

5. The system of claim 4 wherein the event is a Windows Management 
Lifrastmcture event. 

6. The system of claim 4 wherein the event is provided with an identifier for 
enabling the second computer system to notify the first computer system. 

7. The system of claim 1 farther comprising a work item and a thread for 
processing the remote procedure. 
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8. The system of claim 1 further comprising a completion event on the second 
computer system for notifying the first computer system. 

9. The system of claim 1 further comprising an object interface for providing 
remote access between the first computer system and the second computer system. 

10. The system of claim 9 wherein the object interface further includes an 
identification for a remote object. 

1 1 . The system of claim 9 wherein the object interface further includes a computer 
name for identifying where to trigger an event. 

12. The system of claim 9 wherein the object interface farther includes an 
identification for an event for the second computer system to trigger. 

1 3 . The system of claim 9 wherein the object interface further includes an input 
argument for providing results from the remote procedure, 

14. The system of claim 9 wherein the object interface further includes at least one 
of a usemame, domain, and password for specifying a user context for the remote procedure. 

15. The system of claim 1 wherein the second computer system further comprises 
a work interface for executing the remote procedure. 

16. The system of claim 15 wherein the work interface further comprises an input 
argument and an output argument. 
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17. A system for parallel asynchronous command execution, comprising: 

a first computer system for directing at least one call to invoke a remote procedure in 
at least one other computer system, the at least one other computer system upon completion 
of the remote procedure estabhshing a non-persistent connection to the first computer system, 
the at least one other computer system generating an event trigger and transmitting the event 
trigger and remote procedure results to the first computer system. 

18. A method for parallel asynchronous command execution, comprising the steps 

of: 

directing at least one call from a first computer system to invoke a remote procedure 
in at least one other computer system; 

estabhshing a non-persistent connection between the first computer system and the at 
least one other computer system upon completion of the remote procedure; and 

generating an event trigger and transmitting the event trigger and remote procedure 
results to the first computer system, 

19. The method of claim 1 8 fixrther comprising the step of communicating 
between the first computer system and the at least one other computer system via a 
distributed object architecture. 

20. The method of claim 19 wherein the distributed object architecture is 
implemented via at least one of COM, DCOM, and CORBA interface languages. 

21. The method of claim 18 fiorther comprising the step of configuring an event on 
the first computer system to receive results from the at least one other computer system. 

22. The method of claim 21 wherein the event is a Windows Management 
Infrastructure event. 
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23. A system for parallel asynchronous command execution, comprising: 
means for directing at least one call from a first computer system to invoke a remote 

procedure in at least one other computer system; 

means for estabhshing a non-persistent connection between the first computer system 
and the at least one other computer system upon completion of the remote procedure; and 

means for generating an event trigger and transmitting the event trigger and remote 
procedure results to the first computer system. 

24. A system for parallel asynchronous command execution, comprising: 

a server for responding to at least one remote call by invoking a remote procedure; 

the server estabUshes a non-persistent connection to communicate results of the 
remote procedure; and 

the server generates an event trigger and transmits the event trigger and remote 
procedure results upon completion of the remote procedure. 

25. The system of claim 24 wherein a chent receives the event trigger and remote 
procedure results via the non-persistent connection. 

26. The system of claim 25 wherein the chent configures an event to receive the 
remote procedure results. 

27. A system for parallel asynchronous command execution, comprising: 
a first computer for directing a call to invoke a remote procedure in a second 

computer, the first computer transmits a non-persistent signal to the second computer; 

wherein the second computer upon completion of the remote procedure generates an 
event trigger and transmits the event trigger and remote procedure results to the first 
computer via the signal. 
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28. A computer-readable medium having computer-readable instructions for 
performing the acts of, comprising: 

responding to at least one remote call by invoking a remote procedure; 
establishing a non-persistent connection to conmiunicate results of the remote 
procedure; and 

generating an event trigger and transmitting the event trigger and remote procedure 
results upon completion of the remote procedure. 

29. The computer-readable medium of claim 28 further comprising, receiving the 
event trigger and remote procedure results via the non-persistent connection. 

30. The computer-readable medium of claim 28 further comprising, configuring 
an event to receive the remote procedure results. 
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Ahstract of the Tnycntion 

A system for parallel asynchronous command execution is provided. The system 
includes a first computer system for directing a plurality of calls to at least one other 
computer system. The first computer system invokes a remote procedure in the other 
computer system and receives results from the procedure via an event triggered by the other 
computer system. The system may also include a distributed object architecture for 
communicating between the first computer system and the other computer system. 
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Combined Declaration and Power of Attorney 

(original, design, national stage of pct) 



As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated below next to my name, I believe I am the original, first 

and sole inventor (if only one name is listed below) or an original, first and joint inventor (if plural names are listed 

below) of the subject matter which is claimed and for which a patent is sought on the invention 
entitled: SYSTEM AND METHOD FOR PARALLEL ASYNCHRONOUS 

EXECUTION OF COMMANDS 

the specification of which 

(a) X is attached hereto. 

(b) was filed on as Serial No. or 

Express Mail No. , as Serial No. not yet known, and was amended on 

(if applicable). 

(c) was described and claimed in PCT International Application No. filed 

on and amended under PCT Article 19 on (if any). 

I hereby state that I have reviewed and understand the contents of the above identified specification, including the claims, 
as amended by any amendment referred to above. 

I acknowledge the duty to disclose information which is material to patentability in accordance with Title 37, Code of 
Federal Regulations '1.56(a). 

PRIORITY CLAIM 

I hereby claim foreign priority benefits under Title 35, United States Code, '1 1 9 of any foreign application(s) for patent or 
inventor's certificate or of any PCT international appiication(s) designating at least one country other than fee United 
States of America listed below and have also identified below any foreign application(s) for patent or inventor's 
certificate or any PCT international application(s) designating at least one country other than the United States of 
America filed by me on die same subject matter having a filing date before that of the application(s) of which priority is 
claimed. 

(d) X no such applications have been filed. 

(e) such applications have been filed as follows. 

EARLIEST FOREIGN APPLICATION(S), IF ANY FILED WITHIN 12 MONTHS 
(6 MONTHS FOR DESIGN) PRIOR TO THIS U,S. APPLICATION 

COUNTRY APPLICATION NUMBER DATEOFHLING PRIORITY CLAIMED 

(day. month, year) UNDER 35, USC 119 

Yes No 



Yes No 



Yes No 



ALL FOREIGN APPLICATION(S), IF ANY FILED MORE THAN 12 MONTHS 
(6 MONTHS FOR DESIGN) PRIOR TO THIS U.S. APPLICATION 
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Power of Attorney 

As a named inventor, I hereby appoint the following attomey{s) and/or agent(s) to prosecute this application and transact 
all business in the Patent and Traderaark Office connected therewith. (List name and registration number) 

Himanshu S, Amin, Reg. No. 40,894; Gregory Turocy, Reg, No. 36, 952; 
Christopher P, Harris, Reg. No. 43,660; Eric M. Highman, 
Reg. No. 43,672; and Gary J. Pitzer, Reg, No. 39,334. 

Katie E. Sako, Reg. No. 32,628 and Daniel D, Grouse, Reg. No. 32,022. 
The undersigned to this declaration and power of attorney hereby authorizes the U.S. attomey(s) named herein to accept 
and follow instructions from: 

Name(s) of authorized representative(s) 

Address 



as to any actions to be taken in the Patent and Trademark Office regarding this application without direct communication 
between the U.S. attomey{s) and the undersigned. In the event of a change in the person(s) from whom instructions may 
be taken, the U.S. attomey(s) will be so notified by the undersigned. 



Send Correspondence To; 
Himanshu S. Amin 

AMIN, ESCHWEILER & TUROCY, LLP 
24™ Floor, National City Center 
1900 East 9™ Street 
Cleveland, Ohio 441 14 



Direct Telephone Calls To; 

(name and telephone number) 

Himanshu S. Amin 
(216)696-8730 



I hereby declare that all statements made herein of my own knowledge are true and that all statements made on 
information and belief are believed to be true; and further that these statements were made with knowledge that willful 
false statements and the like are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the 
United States Code, and that such willfiil false statements may jeopardize the validity of the application or any patent 
issued therein. 



Full name of sole or first inventor, ifanv: ... _ ,^ 



Alexander E« Mallet 



Inventor's signature 
Date: (J^fU ^x, 
Residence: 



^Country of Citizenship;, 



German 



Bellevue^ Washington 



Post Office Address: 



1070 W. Lk Sammantsh Parkway NE 



Beilevue, Washington 98008 



Full name of second or 
Inventor's signature: 
Date: ^Y-CgP 
Residence: 




Justin Grant 



Country of Citizenship:^ 



Seattle, Washington ^ r\ br 

Hi SuiUli-Stiutt 



Post OflTice Address:, 



Seattle. Washington 98^ ?^/^^/ 



CHECK FOR ANY OF THE FOLLOWING ADDED P AGE(S) WHICH 

FORM A Part Of This declaration 
X Signature for tiiird and subsequent jomt inventors. Number of pages added 1 . 



Page 2 of 3 



D-ovs-z.Fmum) 



MSFT DOCKET No. 150658.1 



PATENT 



Full name of third joint invenfor, if any: Michael W. Thomas 

Inventor's signature: VlAA-g^juaf ^A^^*^ 



Date: ^mmsl ^ Country of Citizenship: U«S. 



Residence: ■ Soattfcr - Woshi i igton s, 

Post Office Address: ^-S^-^agiAvetHi^^ , IQ"^^ h . 5^ 
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